
FINISH COLOURS

COVERAGE

DILUTION

DRYING TIME

Touch dry
1-2 h

Recoat
6-8 h

Two coats
6-7 m2/L

One coat
12-14 m2/L

TECHNICAL CHARACTERISTICS

PACKAGING

PRODUCT FEATURES

LUSSOLAC WB
Water-based PU Wood Varnish

Advantages:

• Great elasticity and hardness for exterior and interior use
• Enriched with polyurethane and UV fi lters for optimum
  durability and resistance to weathering and sunlight
• Water-based (with certifi ed suitability for childrens’ toys)

Colorless and 
in selected 
shades with 
gloss fi nish 
through Vitex 
Coloring System                      

WOOD PROTECTION

Water-based, odourless, wood varnish based on 
a combination of self-crosslinking acrylic and 
polyurethane resins for exterior and interior use 
on wooden surfaces. It has excellent working 
properties and good durability even if exposed 
to adverse weather conditions, such as intense 
sunshine or increased humidity. It is certifi ed 
according to standard EN 71-3 for non-heavy metal 
migration from toys and toys materials.

Viscosity
80 ± 10 KU (ASTM D 562, 25ο C)

Density
1,05 ± 0,02 Kg / L (ISO 2811) 

Gloss
• @ 60° (ISO 2813):
Gloss: > 80 units   
Satin: 20 - 30 units 
Mat: < 15 units

Mat Satin Gloss

Water
Up to 10%

Paints with 
polyurethane

resins for 
enhanced 
durability

Paints with 
UV fi lters

for protection
from

sunlight

Paint 
suitable
for toys

COLOR CARDS - FANDECKS

Συστήματα Προστασίας Ξύλου
Wood Protection Systems

High gloss protective film 
for maximum
protection

Βερνίκι Εμποτισμού 
Ξύλου Πολυουρεθάνης

Wood Stain
Polyurethane Based

Για φυσικό αποτέλεσμα 
αναδεικνύοντας τα νερά 
και την υφή του ξύλου
For natural finish 
embellishes wood grain 
and texture

Προστατεύει από την 
ηλιακή ακτινοβολία με 
φίλτρα UV

Sun protection with
UV filters

Εξωτερική και εσωτερική 
χρήση

Exterior and interior use

Βερνίκι Ξύλου 
Πολυουρεθάνης

Wood Varnish
Polyurethane Based

Ανθεκτικό και 
προστατευτικό gloss/
satin/mat φιλμ
Durable and protective 
Gloss/satin/mat film

Προστατεύει από την 
ηλιακή ακτινοβολία με 
φίλτρα UV

Sun protection with
UV filters

Εξωτερική και εσωτερική 
χρήση

Exterior and interior use

Βερνίκι Θαλάσσης 
Πολυουρεθάνης

Yacht Varnish
Polyurethane Based

Προστατευτικό high gloss 
φιλμ για τη μέγιστη
προστασία

Μέγιστη προστασία από την 
ηλιακή ακτινοβολία και τις 
έντονες καιρικές συνθήκες 
με φίλτρα UV και HALS 
φωτοσταθεροποιητές

Maximum protection 
against weathering and 
sun with UV filters and 
HALS light stabilizers 

Εξωτερική και εσωτερική 
χρήση

Exterior and interior use

Συντηρητικό Ξύλου 
Για Προστασία Aπό 
Μύκητες και Έντομα
Wood Preservative 
For Protection Against 
Fungi And Insects

Η απαραίτητη 
προετοιμασία για μακράς 
διάρκειας προστασία 
από μύκητες και έντομα

The necessary
pre-treatment
against fungi and
insects for long
lasting results

ΒΗΜΑ STEP ΒΗΜΑ STEP

1 2
ΠΡΟΕΤΟΙΜΑΣΙΑ
PRE-TREATMENT

ΤΕΛΙΚΟ ΦΙΝΙΡΙΣΜΑ
TOP COAT

Α Β C

Σύστημα Βάσεως Διαλύτου
Solvent Based System

21
ή
or

ή
or

Σύστημα Βάσεως Νερού
Water Based System

21
ή
or

ή
or

Προστατέψτε και
αναδείξτε το ξύλο

Protect and
beautify wood

L U S S O L A C
D I A X Y L  P L U S

M A R E L A C

Χρωματολόγιο
Color Card

V
IT

E
X

 C
O

LO
R

 C
A

R
D

 /
 W

O
O

D
 S

Y
S

T
E

M
S

 /
 2

0
20

 /
 G

R
-E

N
 /

 V
1

www.vitex.grcustomercare@vitex.gr

Teak Oil
Λάδι εμποτισμού για σκληρά ξύλα

Penetrating oil for hard wood

Άχρωμο
Colorless

Μεγάλη αντοχή στις καιρικές συνθήκες
High resistance to weathering

Προστασία και φρεσκάρισμα σκληρών ξύλων
(π.χ. τικ, όρεγκον, δρυς, μαόνι) σε εξωτερικούς και εσωτερικούς χώρους

Hard wood protection and refreshment for exterior and interior use 
( e.g. teak, oregon, rosewood, mahogany)

βάσεως
διαλύτου

solvent
based

Decking Oil
Λάδι εμποτισμού πολυουρεθάνης

για εξωτερικά ξύλινα δάπεδα
Penetrating polyurethane oil 

for exterior wooden decks 

Άχρωμο
Colorless

Μεγάλη αντοχή στα χημικά και στις καιρικές συνθήκες
High resistance to chemicals and  weathering

Αδιαβροχοποίηση και προστασία ξύλινων καταστρωμάτων
Waterproofing and protection of  wooden decks

βάσεως
διαλύτου

solvent
based

βάσεως
νερού

water 
based

Wooden Floor 
Protection

Σύστημα προστασίας ξύλινων πατωμάτων νερού
Wooden floor protection system water based

Εύκολη εφαρμογή σε εσωτερικά ξύλινα δάπεδα
Easy application on interior wooden floors

Άχρωμο τελικό φινίρισμα σε  GLOSS ή SATIN Φινίρισμα
Colorless in GLOSS or SATIN Finish

Βερνίκι πολυουρεθάνης για τελική επιφάνεια
υψηλών αντοχών σε τριβή, χάραξη και καθαρισμό
Polyurethane top coat varnish with high resistance

to abrasion, engraving and cleaning

+30 210 55 89 400
ΤΕΧΝΙΚΗ ΥΠΟΣΤΗΡΙΞΗ/
TECHNICAL SUPPORTColorless 

(Gloss, Satin and Mat) 750 mL 2.5 L

Base ( Gloss) 750 mL



APPLICATION

APPLICATION FIELD

PREPARATION

TIPS

STEPS

For interior and exterior wooden surfaces.

Surfaces should be smooth, clean, dry, free from grease or rosins and sanded. 

On new wooden surfaces apply insecticide wood preservative Diaxyl Extra for protection 
against fungi and insects.

• Application at 5-35°C and <80% RH 
and wood moisture should not exceed 
18%.
• Tools must be cleaned immediately 
after use with water and if needed, with 
soapy water or detergent.  

• Minimize paint wastage by estimating 
how much paint you will need. 
• Recover unused paint for re-use. After 
paint application, seal the container 
and store it for future use. 
• Do not dispose of liquid waste into 

ground water table. Unused paint 
requires special handling for safe 
disposal. 

WOOD PROTECTION

ADDITIONAL INFORMATION

STORAGE

Version: 12.2020 (This datasheet supersedes all previous versions)VITEX S.A., P.O. Box. 139 Imeros Topos, Aspropyrgos GR 193 00 | Τel. +30 210 5589500, Fax +30 210 4835007 | www.vitex.gr

VOCs (Volatile Organic Compounds) PRECAUTIONS

The above technical data, information and instructions are based on our long experience and laboratory tests and 
are intended only to describe the product and determine its application. However, the end user should check the 
suitability of the product for its intended use. Our company guarantees the quality of the product itself, and in any 
case bears no responsibility for any damage or damage caused if the product is not used properly and in accordance 
with its instructions for use. The company has the right to revise this technical data sheet without any prior notice.

“Interior/exterior trim varnishes and 
woodstains, including opaque woodstains”, 
VOC content limit 130 g/L Maximum VOC 
content 99 g/L VOCs (ready for use product).  

Please read carefully the labelling mentioned on the can 
before use. For detailed instructions on hazards and safety 
in use the Safety Data Sheet is available upon request.
Poisons Control Centre Tel. : +30 210 7793 777

5°C-38°C
Keep containers closed in a cool and dry area.

2 3Stir well before use. Apply one or two coats by brush, 
roller or airless spray gun. Recoat after 6-8 hours.1
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